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Flow-induced voltage generation over monolayer
graphene in the presence of herringbone grooves
Seung Ho Lee1, Young Bok (Abraham) Kang3, Wonsuk Jung1, Yousung Jung2, Soohyun Kim1*
and Hongseok (Moses) Noh3*
Abstract
While flow-induced voltage over a graphene layer has been reported, its origin remains unclear. In our previous
study, we suggested different mechanisms for different experimental configurations: phonon dragging effect for
the parallel alignment and an enhanced out-of-plane phonon mode for the perpendicular alignment (Appl. Phys.
Lett. 102:063116, 2011). In order to further examine the origin of flow-induced voltage, we introduced a transverse
flow component by integrating staggered herringbone grooves in the microchannel. We found that the
flow-induced voltage decreased significantly in the presence of herringbone grooves in both parallel and
perpendicular alignments. These results support our previous interpretation.
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Background
Over the past decade, theoretical and experimental studies
have demonstrated that a voltage is generated when carbon
nanotubes (CNT) and graphene surfaces are exposed to
fluid flows [1-8]. Kral and Shapiro first proposed theoretical
mechanisms for flow-induced current generation within
metallic single-walled carbon nanotubes (m-SWCNTs) [9].
This flow-induced voltage was then experimentally demon-
strated for the first time by Sood et al., who used a SWCNT
film deposited between electrodes immersed in a flowing
liquid [1]. Similar experiments were conducted with multi-
walled carbon nanotubes (MWCNTs) [3]. The aligned
MWCNTs were found to generate voltages 15 times higher
than SWCNTs. We also reported that semiconducting
single-walled carbon nanotubes (s-SWCNTs) can produce
voltages three times higher than m-SWCNTs in flowing liq-
uids [5]. Similar phenomena were observed on graphene
surfaces on exposure to fluid flows. Dhiman et al. reported
that a graphene surface could generate a peak voltage of
approximately 25 mV in fluid flows [6]. They proposed sur-
face ion hopping as the major mechanism for the flow-
induced voltage generation.
However, the precise mechanism of flow-induced volt-
age generation over graphene and CNT surfaces remains
unclear. To understand the origin of the flow-induced
voltage, we previously conducted experiments with two
different electrode-flow configurations: electrodes aligned
parallel and perpendicular to the fluid flow. These experi-
mental results suggested that the main mechanism for
parallel alignment was the ‘phonon dragging model’ [9],
while that for perpendicular alignment was the ‘enhanced
out-of-plane phonon mode’ [8].
Here, we modified the flow to have a transverse compo-
nent by introducing staggered herringbone grooves in the
microchannel to further examine the origin of the induced
voltage in Figure 1a,b. The staggered herringbone grooves
enable rapid mixing in the microchannel by creating
transverse flows [10,11]. Note that the x-direction indi-
cates the longitudinal flow direction along the channel,
while the y-direction indicates the transverse or lateral dir-
ection of the channel. Flow-induced voltages measured in
devices with and without herringbone grooves were ana-
lyzed to examine the effects of the transverse flow compo-
nent on voltage generation. The effects of flow rate and
electrode-flow alignment were also investigated. The re-
sults suggested that flow-induced voltage generation with
parallel and perpendicular alignments of the electrode
with respect to the flow direction is due to different mech-
anisms, supporting our previous interpretation [8].
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Figure 1 Device preparation. (a, b) Schematic illustration of the test device without and with herringbone grooves. (c) Raman spectra of
monolayered graphene. (d) Fabrication and assembly. (e) SEM images of herringbone grooves. (f) Four different types of device configurations
according to the electrode-flow alignment and the presence of herringbone grooves.
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Methods
A monolayer of graphene was grown separately on Cu
foil in a chemical vapor deposition chamber, as reported
previously [12,13]. It was verified that the graphene was
a monolayer using Raman spectroscopy (the ratio of G
and 2D peaks was 2 as shown in Figure 1c) [14].
The fabrication process for the device is shown in
Figure 1d. To make the herringbone grooves in a silicon
wafer, we used deep reactive ion etching (DRIE) [15,16].
There were 20 grooves with a width of 350 μm and a
depth of 100 μm (see the scanning electron microscopy
(SEM) image in Figure 1e). Each groove has staggered
lengths of 865 μm and 1,000 μm. The grooves were de-
signed to be at an angle of 45° to the channel wall and
were spaced with an interval of 840 μm (center to cen-
ter) along the length of the channel. The electrodes were
then fabricated on the Si wafer with grooves using a lift-
off technique [17]. A 10-nm-thick Cr layer and a 40-nm-
thick Au layer were deposited sequentially on a predefined
photoresist layer on the Si wafer to form the electrode
patterns. After defining the electrodes, the wafer was diced
into smaller substrates (15 mm× 20 mm). The graphene
monolayer was then transferred onto the Si wafer and
placed between the electrodes. The resistance of the
graphene was about 1 kΩ.
Finally, the Si wafer with grooves, electrodes, and gra-
phene was bonded to a polydimethylsiloxane (PDMS)
layer, which had a fluidic channel of 100 μm in height,
1.5 mm in width, and 20 mm in length defined by rep-
lica molding. The PDMS layer was sealed to the Si sur-
face by oxygen plasma treatment. Four types of samples
were prepared in Figure 1f:
 Type 1: the electrodes aligned parallel to the flow in
the absence of grooves
 Type 2: the electrodes aligned perpendicular to the
flow in the absence of grooves
 Type 3: the electrodes aligned parallel to the flow in
the presence of grooves
 Type 4: the electrodes aligned perpendicular to the
flow in the presence of grooves
A syringe pump (Legato 180; KD Scientific, Holliston,
MA, USA) was used to inject fluid through the PDMS
microchannel. The flow-induced voltage over the gra-
phene was measured using a digital multimeter (DM
2002; Keithley Instruments, Cleveland, OH, USA). All ex-
periments were carried out at room temperature (25°C).
Results and discussion
Prior to measuring flow-induced voltage, we investigated
the mixing performance of the herringbone grooves.
Figure 2a,b shows the simulation results of mixing between
pure water and dyed water without and with herringbone
grooves, respectively. A 3-D numerical simulation was per-
formed using COMSOL Multiphysics (ver. 4.3a). The
simulation geometry was identical to the actual microchan-
nel device. Figure 2c,d shows the actual experimental data.
Two streams of liquid (pure water and red dyed water)
were injected into the microchannel via two inlets using a
syringe pump. In the absence of herringbone grooves, only
a minimal amount of mixing due to thermal diffusion was
observed at the outlet of the channel in both simulated and
experimental data. On the other hand, significantly more
mixing was observed in the device with herringbone
grooves. Mixing performance was also evaluated from the
coefficient of variation (CV) [18], which is a normalized
measure of dispersion of a probability distribution. The
CV of concentration is considered a good measure of mix-
ing quality. A positive value (approximately 1.0) indicates
no mixing, and a value of 0 indicates complete mixing. As
mixing progressed, the CV decayed exponentially from 1
to 0. We compared the mixing performance of the chan-
nels with and without grooves at various flow rates. At a
flow rate of 100 μL/min, the channel with grooves (red
line) showed better mixing performance (lower CV) than
the channel without grooves (blue line in Figure 2e). The
number of mixing cycles required for the transition from
CV= 1 to CV = 0.1 was reduced from 4 to 2 cycles by the
presence of grooves. These mixing results indicate that a
transverse flow component was induced by the herring-
bone grooves.
Figure 3a shows the flow-induced voltage as a function
of flow rate for the four different configurations tested
in this study. Before discussing the effect of herringbone
grooves, let us compare the two different electrode-flow
alignments in the absence of herringbone grooves. Previ-
ous studies have indicated that a flow-induced voltage
was generated only when the electrodes were aligned
parallel to the flow (type 1), while no voltage was gen-
erated when the electrodes were aligned perpendicular
to the flow (type 2) [1,6]. As shown in Figure 3a, how-
ever, a flow-induced voltage was generated with the
electrodes aligned perpendicular to the flow (type 2).
At a flow rate of 1,000 μL/min, the induced voltage
(0.17 mV) with the parallel alignment (type 1) was
three times higher than that (0.057 mV) of the perpen-
dicular alignment (type 2). With an increase in the flow
rate to 10,000 μL/min, the voltage also increased to
0.49 mV (type 1) and 0.15 mV (type 2). Previously, we
suggested that different mechanisms are responsible for
voltage generation in the case of parallel and perpen-
dicular alignments [8]. When the electrodes are aligned
parallel to the flow direction, charge carriers (electrons)
localized on the graphene surface can be dragged along
with the flow, producing flow velocity-dependent elec-
tricity. However, this mechanism does not explain volt-
age generation with perpendicular alignment. When
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the electrodes are aligned perpendicular to the flow dir-
ection, the momentum of the flowing liquid is trans-
ferred to the graphene and increases the amplitudes of
spontaneous fluctuations in the graphene. This is what
we called enhanced out-of-plane phonon mode, result-
ing in reorganization of the structure of interfacial
water molecules, causing instantaneous potential differ-
ences even along the direction perpendicular to the
flow [8]. Experimental data presented in Figure 3a con-
firm that flow-induced voltage generation is observed
in the perpendicular alignment due to the enhanced
out-of-plane phone mode. The flow-induced voltage
generated in the parallel alignment is likely the out-
come of combined effects of both phonon dragging and
enhanced out-of-plane phonon modes, although the
former seems to be more dominant than the latter.
Figure 2 Simulated and measured mixing performance. (a) Simulated mixing performance in the absence of herringbone grooves.
(b) Simulated mixing performance in the presence of herringbone grooves. (c) Actual mixing result in the absence of herringbone grooves.
(d) Actual mixing result in the presence of herringbone grooves. (e) Coefficient of variation with and without herringbone grooves at a flow rate
of 100 μL/min.
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Now, let us consider the effects of the herringbone
grooves in both parallel and perpendicular alignments
(type 3 and type 4 in Figure 3a). In the case of the par-
allel alignment, a significant decrease in the induced
voltage was observed with the herringbone grooves. At
a flow rate of 1,000 μL/min, the voltage decreased by
almost tenfold, from 0.17 mV (type 1) to 0.018 mV
(type 3). At a flow rate of 10,000 μL/min, the induced
voltage dropped from 0.49 mV (type 1) to 0.11 mV
(type 3). To understand why the presence of herring-
bone grooves significantly decreased the induced volt-
age, we performed simulation studies on flow velocity
and vorticity. Figure 3b shows the flow velocity in the x-
direction (longitudinal, flow direction) over the graphene
surface as a function of flow rate. While the volumetric
flow rate was kept constant for both type 1 and type 3, the
flow velocity in the x-direction decreased when herring-
bone grooves were added. At a flow rate of 1,000 μL/min,
the flow velocity in the x-direction decreased from 169.36
to 122.27 mm/s. This was due to the presence of trans-
verse flow generated by the grooves in the microfluidic
channel. The decrease in flow velocity (x-direction) re-
sulted in a reduced electron dragging effect, and as a
result, the flow-induced voltage decreased. Moreover,
vorticity increased in the presence of groove as shown in
Figure 3c. At a flow rate of 1,000 μL/min, the vorticity
in the channel with herringbone grooves was 38%
higher than that in the channel without grooves. Vorti-
city, the curl of the velocity vector, indicates local spin-
ning or rotational motion of a fluid. It seems that the
increased vorticity of fluid disturbed the directional
electron dragging, resulting in a further decrease in
voltage generation. Therefore, the significant decrease
in the induced voltage in the presence of herringbone
grooves is due to the combined effects of reduced flow
velocity and increased vorticity.
In the case of perpendicular alignment, a significant
decrease in the induced voltage was observed as well
when herringbone grooves were included. At a flow rate
of 1,000 μL/min, the voltage decreased by fourfold, from
0.057 mV (type 2) to 0.013 mV (type 4). At a flow rate
of 10,000 μL/min, the induced voltage dropped from
0.15 mV (type 2) to 0.03 mV (type 4). At a glance, this
result may be surprising because one may think that
the increased transverse flow along the y-direction
would induce a stronger phonon dragging effect. How-
ever, simulation data revealed that the flow velocity in
the y-direction along the electron path between the elec-
trodes was appreciably small compared to that in the
x-direction. As a result, any added electron dragging ef-
fect due to the increase in transverse flow was buried in
the effect of the overall flow momentum decrease due to
the decrease in x-directional flow velocity in Figure 3b.
Moreover, the increased vorticity seems to interfere with
the out-of-plane phonon mode, minimizing the momen-
tum transfer from the fluid flow in Figure 3c. In sum-
mary, the significant decrease in the induced voltage in
the presence of herringbone grooves is because of the
overall flow momentum decrease due to the decrease in
x-directional flow and increased vorticity.
Figure 3 Flow-induced voltage for four different types of
devices. (a) Flow-induced voltage with flow rate, (b) x-directional
flow velocity (longitudinal, flow direction), and (c) vorticity for
devices with and without herringbone grooves.
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Figure 4 shows the flow-induced voltage generation with
time at a fixed flow rate (1,000 μL/min) for all four configu-
rations. It is notable that the signals for the perpendicular
alignment (in Figure 4b,d) have more noise/oscillation than
those for the parallel alignment (in Figure 4a,c). This differ-
ence seemed to arise from the distinct voltage generation
mechanisms. As the out-of-plane phonon mode is pro-
duced by momentum transfer from the flowing fluid to the
graphene layer, the induced voltage tends to show greater
oscillation than the signal obtained in phonon dragging
mode. This signal oscillation is amplified with the herring-
bone grooves due to the increased vorticity in the fluid flow
in Figure 4d. These data also support our previously pro-
posed different mechanisms for flow-induced voltage gen-
eration according to the electrode-flow alignment.
Conclusions
In conclusion, we investigated flow-induced voltage gener-
ation over a graphene monolayer in the presence of
staggered herringbone grooves to better understand the
origin of the voltage generated. The flow-induced voltage
decreased significantly in the presence of herringbone
grooves in both parallel and perpendicular alignments. The
numerical simulation study revealed that the presence of
herringbone grooves decreased longitudinal flow velocity
while increasing transverse flow and vorticity. As a result,
the directional charge dragging effect was significantly re-
duced in the parallel alignment, resulting in decreased volt-
age generation. In the case of the perpendicular alignment,
the momentum transfer from the fluid flow to the gra-
phene (out-of-plane phonon mode) was affected by the de-
creased flow velocity and increased vorticity, causing the
voltage generation to drop. We also found that the voltage
signal with the perpendicular alignment showed a bigger
oscillation than that of the parallel type and that the signal
oscillation was amplified by the herringbone groove. These
data support that the mechanism for flow-induced voltage
in perpendicular alignment is different from the parallel
Figure 4 Flow-induced voltage with time. (a) Parallel alignment without herringbone grooves. (b) Perpendicular alignment without
herringbone grooves. (c) Parallel alignment with herringbone grooves. (d) Perpendicular alignment with herringbone grooves.
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alignment case and that it is related to momentum transfer
from the fluid flow. Taken together, the experimental data
presented here support our previous proposal regarding
the distinct flow-induced voltage generation mechanisms
for parallel and perpendicular alignments.
Competing interests
The authors declare that they have no competing interests.
Authors’ contributions
SHL conducted and participated in the entire work from preparation of the
devices to experimental characterization and numerical simulations. He
prepared the current manuscript as the first author. YBK and WJ participated
in the design, fabrication, and testing of the herringbone mixer device and
also in the manuscript preparation. YJ participated in the discussion and
interpretation of the experimental results for the flow-induced voltage
generation. SK and HN supervised the entire work and participated in the
manuscript preparation. All authors read and approved the final manuscript.
Acknowledgements
This work was supported by the National Research Foundation of Korea
(NRF) via grant no. 2010–0017795.
Author details
1Department of Mechanical Engineering, Korea Advanced Institute of Science
and Technology, Daejeon 305-701, Republic of Korea. 2Graduate School of
Energy, Environment, Water, and Sustainability, Korea Advanced Institute of
Science and Technology, Daejeon 305-701, Republic of Korea. 3Mechanical
Engineering and Mechanics, Drexel University, Philadelphia, PA 19104, USA.
Received: 16 October 2013 Accepted: 2 November 2013
Published: 20 November 2013
References
1. Ghosh S, Sood AK, Kumar N: Carbon nanotube flow sensors. Science 2003,
299:1042–1044.
2. Ghosh S, Sood AK, Ramaswamy S, Kumar N: Flow-induced voltage and
current generation in carbon nanotubes. Phys Rev B 2004, 70:205423.
3. Liu J, Dai L, Baur JW: Multiwalled carbon nanotubes for flow-induced
voltage generation. J Appl Phys 2007, 101:064312.
4. Liu Z, Zheng K, Hu L, Liu J, Qiu C, Zhou H, Huang H, Yang H, Li M, Gu C, Xie S,
Qiao L, Sun L: Surface-energy generator of single-walled carbon nanotubes
and usage in a self-powered system. Adv Mater 2010, 22:999–1003.
5. Lee SH, Kim DJ, Kim S, Han C-S: Flow-induced voltage generation in
high-purity metallic and semiconducting carbon nanotubes. Appl Phys
Lett 2011, 99:104103.
6. Dhiman P, Yavari F, Mi X, Gullapalli H, Shi Y, Ajayan PM, Koratkar N:
Harvesting energy from water flow over graphene. Nano Lett 2011,
11:3123–2127.
7. Yin J, Zhang Z, Li X, Zhou J, Guo W: Harvesting energy from water flow
over graphene? Nano Lett 2012, 12:1736–1741.
8. Lee SH, Jung Y, Kim S, Han C-S: Flow-induced voltage generation in non-ionic
liquids over monolayer graphene. Appl Phys Lett 2011, 102:063116.
9. Kral P, Shapiro M: Nanotube electron drag in flowing liquids. Phys Rev Lett
2001, 86(1):131–134.
10. Stroock AD, McGraw GJ: Investigation of the staggered herringbone
mixer with a simple analytical model. Phil Tran R Soc Lond A 2004,
362:971–986.
11. Williams MS, Longmuir KJ, Yager P: A practical guide to the staggered
herringbone mixer. Lab Chip 2008, 8(7):1121–1129.
12. Reina A, Thiele S, Jia X, Bhaviripudi S, Dresselhaus MS, Schaefer JA, Kong J:
Growth of large area single- and bi-layer graphene by controlled carbon
precipitation on polycrystalline Ni surface. Nano Res 2009, 2(6):509–516.
13. Reina A, Jia X, Ho J, Nezich D, Son H, Bulovic V, Dresselhaus MS, Kong J:
Large area, few-layer graphene film on arbitrary substrate by chemical
vapor deposition. Nano Lett 2009, 9(1):30–35.
14. Gupta A, Chen G, Joshi P, Tadigadapa S, Eklund PC: Raman scattering from
high-frequency phonon in supported n-graphene layer films. Nano Lett
2006, 6(12):2667–2673.
15. Fu YQ, Colli A, Fasoli A, Luo JK, Flewitt AJ, Ferrari AC, Milne WI: Deep
reactive ion etching as a tool for nanostructure fabrication. J Vac Sci
Technol 2009, 27(3):1520–1526.
16. Franssila S: Introduction to Microfabrication. West Sussex: Wiley; 2010:119–128.
17. Minster SD: Microfluidic Techniques (Reviews and Protocols). New Jersey:
Humana Press; 2005:23–26.
18. Liu S, Hrymak AN, Wood PE: Design modifications to SMX static mixer for
improving mixing. AlChE Journal 2005, 52(1):150–157.
doi:10.1186/1556-276X-8-487
Cite this article as: Lee et al.: Flow-induced voltage generation over
monolayer graphene in the presence of herringbone grooves. Nanoscale
Research Letters 2013 8:487.
Submit your manuscript to a 
journal and benefi t from:
7 Convenient online submission
7 Rigorous peer review
7 Immediate publication on acceptance
7 Open access: articles freely available online
7 High visibility within the fi eld
7 Retaining the copyright to your article
    Submit your next manuscript at 7 springeropen.com
Lee et al. Nanoscale Research Letters 2013, 8:487 Page 7 of 7
http://www.nanoscalereslett.com/content/8/1/487
